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AMPHE-POWER ® 5015 CONNECTOR STYLES

The 5015 Standard Cylindrical Series offers a wide range of shell styles which can be
enhanced with RADSOK high amper873U65 Cacts

WALL MOUNT RECEPTACLES

INLINE RECEPTACLES

BOX MOUNT RECEPTACLES

STRAIGHT PLUGS

90 DEGREE PLUGS

A C C 0 2 A  o r  A C C 0 2E
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RADSOK Layouts
The following RADSOK layouts incorporate RADSOK sockets in sizes 12, 8, 4, and
0, with standard contacts in size 16 .  All patterns are available in GT Series and
Threaded 5015 Series.  Only shell sizes 18-28 are available in P-Lok.  Consult
Amphenol Industrial, Fraser, MI for availability of P-Lok.
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22-27 24-11 28-1 28-84 28-AY

RADSOK Layouts
The following RADSOK layouts incorporate RADSOK sockets in sizes 12, 8, 4, and
0, with standard contacts in size 16.  All patterns are available in GT Series and
Threaded 5015 Series.  Only shell sizes 18-28 are available in P-Lok.  Consult
Amphenol Industrial, Fraser, MI for availability of P-Lok.
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No./Size of Contacts 4 #4, 12 #16 5 #8, 5 #12, 6 #16 21 #8
Service Rating A D A

RADSOK Layouts
The following RADSOK layouts incorporate RADSOK sockets in sizes 12, 8, 4, and
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Amphe-Power® Connectors
HOW TO ORDER

P 3106 K 18 1 P X 1 7
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Amphe-Power® Connectors
HOW TO ORDER

GT C 00 A 36-5 P W (RDS)

GT
designates GT Series
Reverse Bayonet Connectors

Contact Type and
Insert Material
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AMPHE-GTR RECEPTACLE

Amphe-Power® Composite Amphe®-GTR
Connectors
SPECIAL GT STYLE

Amphenol developed the Amphe-GTR with full worldwide approval from a major server manufacturer,
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Amphe-Power® GT Connectors
with TUV “Finger-Proof, 500Amps Rating
SPECIAL GT STYLE

Another GT series reverse bayonet connector modification is the Power GT, incorporat-
ing three 8.0mm RADSOK® contacts mounted in a common termination to busbar or
cable. This design created the first TUV “finger-proof” 500A connector in the market-
place, and provides an ultra-high current density in a compact connector layout.

POWER GT

• Currently available in shell size 28 with three 8.0mm
RADSOK® sockets on the receptacle side, in positive and
negative polarizations



15





17

Amphe-Power® Amphe-BUTM Connectors
SPECIAL DESIGN COMPOSITE CYLINDRICALS

Amphe-BU
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Power to Board Interconnects



19

AMPHE-PDTM PLUG
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RADSOK® PowerBus
Amphe-PDTM Bridge, RADLOKTM Connectors

SPECIAS•6 HEe-PDTMBRIDGE CONNECTORM
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RADSOK® PowerBus
PowerBlokTM, RADSERTTM Connectors

RADSOK® POWERBLOK TM

• High power to the board in a small footprint. (1/2”x1/2”)
• 3.0mm RADSOK®  carries up to 70AMPS.
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SurLokTM Compression Lugs with Plastic Housings
Utilizing RADSOK®
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RADSOK® PowerBus
Amphe-BaseTM, Amphe-ComTM, HiLokTM Connectors

AMPHE-BASE TM
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RADSOK® PowerBus
Amphe-YTM, Amphe-Armor






